
ALGACIDE 1200/9/2015 

DESCRIPTION
ALGACIDE 1200/9/2015 is a treatment which contains no chlorine and has been
developed for the control of algae, black spot, fungus, mildew and bacteria.
ALGACIDE 1200/9/2015 is odour free, compatible with chlorine and does not cause
irritation.

DIRECTIONS FOR USE
SWIMMING POOLS:

 

Add required dose directly to pool.
Pool Capacity Summer Winter
10,000L Initial: 225ml Monthly 550ml
Run filter for 12 hrs after each dose. Weekly to monthly: 150ml
 (depending on bathing/load)
ORNAMENTAL FOUNTAINS AND PONDS: Add required dose directly to the water.

Capacity

 

Initial Dose

 

Weekly to Monthly Dose
10,000L

 

200ml

 

200ml
AIRCONDITIONER COOLING TOWERS: Add required dose directly to the tower.

Capacity

 

Initial Dose

 

Weekly to Monthly Dose
5,000L 100ml 100ml
GENERAL CLEANING
Add 25ml ALGACIDE 1200/9/2015 to 5 litres of water. Application is by cloth or mop, thoroughly wetting area to be treated. May be
left on some surfaces not subject to foot traffic.

TECHNICAL DATA
FORM: Liquid FLASH POINT: N/R
ODOUR: Odourless BOILING POINT: 100°C @ 760mm
COLOUR: Clear SOLUBILITY IN WATER: Miscible
SPECIFIC GRAVITY: 0.98-1.01 @ 25°C DETERGENCY: Excellent
WETTING ABILITY: Saturates pH: N/R
STORAGE ABILITY: 2 years VISCOSITY: Thin
STABILITY: N/A EVAPORATION RATE: N/A

APPLICATIONS
Airconditioner Cooling Towers, Swimming Pools, Ornamental Fountains and Ponds.
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For further information contact Minehan Agencies (07) 4774 4626
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