
 

 
 

 

 

VPS ProDetail Sealer Wax   
 

Eagle One Sealer Wax provides unsurpassed protection for today’s delicate finishes. Safe for all 

car wash systems, this product has no parallel in quality and performance. Ideal for the final rinse 

in tunnel systems. 
 

 

Principle Characteristics 

• Yellowish tint. 

• pH = 8.5 

• Ready to use 
 
 

Features and Benefits 

• Unsurpassed water beading. 

• Highly concentrated. 

• Contains silicone. 

• Provides the ultimate in protection. 

• Dilute 1:64. 
 

 

Keeping the world moving since 1866™  
Serving more than 100 countries around the globe, Valvoline is a leading marketer, distributor and 

producer of quality branded automotive and industrial products and services. Products include 

automotive lubricants including MaxLife™, the first motor oil specifically formulated for higher-mileage 

vehicles; transmission fluids; gear oils; hydraulic lubricants; automotive chemicals; specialty products; 

greases, and cooling system products.  

 

For more information on Valvoline products, programs and services please visit www.valvoline.com.au 

or contact the Technical Hotline on 1800 804 658 for product recommendations. 
 

This information only applies to products manufactured in the following location(s):  Australia 

 

Part Number Pack Size 

409006 200L 
 

 

Health and Safety 

This product is not likely to present any significant health or safety hazards when used correctly in the 

right application.  Safety Data Sheet (SDS) is available on request via your local sales office or 1800 

804 658 or through our website www.valvoline.com.au 
 

 

Protect the Environment 

Take used oil to an authorized collection point.  Do not discharge into drains, soil or water. 
 

 

Storage 

Storage We recommend to store all packages under cover. In case outside storage is unavoidable, 

drums should be laid horizontally to avoid the possible ingress of water and damage to drum markings. 

Products should never be stored above 60°C, exposed to hot sun or freezing conditions. 
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